
STX-5007 Think Xtra®™  A M T™  W eb Cam era. 
 
INSTRUCTION MANUAL  
 
The AMT Web Camera uses the latest Complementary Metal Oxide Semiconductor (CMOS) sensor IC which 
features advanced color compensation technology. 
 
It features the A M T ™  light chip (A utom ated M otion Technology): AMT is the proprietary technology chip 
which offers seamless light adjustment to counter poorly illuminated areas. The technology virtually 
removes all flickers typically experienced with cheaper web cameras –  even in good light conditions. The 
A M T ™  chip is available in conjunction w ith the pro|SERIES lens based systems.  
 
The camera can be used to make short films, take photographs (snapshots) or as a Web Camera during 
video conferencing w ith SkypeV ideo™ . 
 
 
Read the following instructions carefully before use. 
 
- The Web Camera does not require any special maintenance. Use a slightly damp, soft cloth to clean the 
camera. 
- Do not use aggressive cleaning fluids or substances, to clean the device. These may be harmful to the 
product. 
- Make sure that the cable is free of restrictions and heavy objects placed on it (such as a monitor). Do not 
use this device in an area where the cable can become worn or damaged as a result of people walking over 
it. 
- Never repair the camera yourself as this will void your warranty.  
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1.0 Driver Installation:  
 
1.1 Install new driver for the Web Camera from the CD provided.  
 
1.2 Driver Installation for  Windows 2000 and Windows XP 
 
Note: The latest drivers for the Web Camera can be downloaded from 
www.instoreshop.com. It is recommended you check whether a new driver is available before installing the 
CD version. Otherwise you can update at a later stage. 
Note: Make sure all other programs are closed during the installation. 
 
Note: During installation in Windows XP, you may receive a message saying that the driver has not been 
signed. This does not cause a problem for the functionality. 
 
N ote: In the exam ple, „D :\‟ is used to indicate the C D -ROM drive. This may be different for your computer. 



 
Note: For some versions of Windows, you may be requested to insert your Windows CD-ROM into your CD-
ROM drive. 
 
Make sure the AMT web camera is NOT plugged in before installation.  
 
Insert the CD-R O M  into your com puter‟s C D -ROM drive. The installation program will start automatically.  
If the auto run program does not start automatically, do the following: 
 
a) Select 'R un' from  the W indow s „Start‟ m enu. 
 
b) Type [D:\autorun.exe] (w hereas “D ” is the label of your C D  R O M  drive) and click on 'O K ' to start the 
Installation of your Web Camera. 
 
1. The installation window will appear. See figure 1. 
2. Select your language 
3. Select “Install drivers” 
4. C lick “Install now ” next to the Web Camera icon. 
5. Follow the on-screen instructions. 
6. C lick on “Finish” to com plete the installation. 
 
Now, plug in the AMT web camera into the computer USB port, the computer is able to auto detect the AMT 
web camera once it is plugged in. Windows will ask for to connect windows update in order to search for 
the software. Please select “No” and click “Next”. Click “Auto install the software” and click “Next”. Follow 
the on-screen instructions to complete the installation.   
 
Windows will prompt:  
 
“H ardw are Installation”   
“T he softw are you are installing for this hardw are :  
AMT USB Web Camera , has not completed the Windows Logo testing to verify its compatibility with 
Windows X P…  ”.  
 
Please select “C ontinue A nyw ay”.   
 
The AMT Web Camera is now installed and ready for use.  
 
 
 
2.0 Setting up the Camera 
Once you have successfully installed the driver software for your Web Camera, you will find a new program 
in your Start Menu called [USB PC Camera], Click on it and select [AMCap] to launch the program. 
1. In the drop down menu [Devices] change the Camera to [USB PC Camera]. 
2.  In the drop down menu [Options] select [Preview]. 
Preview allows you to see the image from the PC web cam.  
3.  In the drop down menu [Options] select [Video Capture Filter]  
This will allow you to control the video effects such as brightness, contrast, color saturation and sharpness, 
as well as select some of the great real time effects such as TV screen, newspaper background, postcard  
etc. It is strongly recommended that the exposure and the USB bandwidth be left in AUTO setting. 
4. By clicking the [Video Capture Pin] from the drop down menu [Options], you can adjust the resolutions 
and etc.  
5. By clicking [Set Frame Rate] from the drop down menu [Capture], you can set the frame rate :  
  
3.0 Using the Web Camera 
1. In the drop down menu [File] select [Set Capture File].  
A pop-up screen will appear select the file name and the location you want to save the video. Please note 
that the file nam e m ust have an extension “.avi”. 
2. In the drop down menu [Capture] select [Start Capture] to start recording.  
3. In the drop down menu [Capture] select [Stop Capture] to stop recording.  



4. Go to the location where you have saved the video clip and double click on the file to play it with your 
standard media player. 
 
4.0 Removing the camera driver 
The camera driver can be removed as follows: 
1. A ctivate: „Start – Settings –  C ontrol Panel‟ and then double-clicking on the „A dd/R em ove Program s‟ icon. 
2. H ere you should select the “AMT Web Camera“. 
3. N ow  click on the „D elete‟ button. 
4. Follow the steps that appear on your screen to remove the camera correctly. 
 
 
5.0 Troubleshooting 
Check for up-to-date F.A.Q.‟, drivers and instruction manuals on the Internet www.instoresolutions.com 
 
6.0 Warranty conditions 
- Our products have a two-year manufacturer's warranty, which is effective from the date of purchase. 
- If there is a fault, return the product to your dealer and include an explanation of the fault, the proof of 
purchase and all the accessories. 
- During the warranty period, you will receive a similar model from the dealer, if one is available. If no 
similar product is available, your product will be repaired. 
- Please refer to the web site www.instoresolutions.com for missing components, such as the instruction 
manual, software or other components. 
- The warranty becomes invalid if the product is opened, if there is mechanical damage, if the product has 
been misused, if alterations have been made to the product, if the product has been repaired by a third 
party, in the case of negligence or if the product has been used for a purpose other than that originally 
intended. 
Excluded from the warranty 
- Damage caused by accidents or disasters, such as fire, flood, earthquakes, war, vandalism or theft. 
Incompatibility with other hardware/software which is not stated in the minimum system requirements. 
- Accessories such as batteries and fuses (where applicable). 
- Under no circumstances will the manufacturer be held responsible for any incidental or consequential 
damage, including the loss of income or other commercial losses resulting from the use of this product. 
 
 
For more information on the Think Xtra®™  range, please check: 
www.instoreshop.com 
 
 
 
7.0 Specifications 
 
Sensor:     A M T ™  CMOS Chip Solution 
Highest Still Image Resolution:  800 X 600   
Highest Video Resolution:   800 X 600; 15 fps (recommended 640x480 @ 30 FPS) 
Focus:      Adjustable manual focus ring  
Interface:     USB 1.1 
 
 

http://www.instoreshop.com/

